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How to

FIT CCTV 240
Tip No:

This CCTV installation tip is aimed at helping you to install CCTV equipment. If you are looking for answers on “how to fit CCTV” or perhaps “how to network a DVR or 
NVR” or even “how to get CCTV on your mobile phone” why not check out our full range of CCTV installation tips at: www.systemq.com
How to guides aim to answer commonly asked questions in a concise and informative manner. They are for advice & guidance only and do not replace any of the manuals or other literature supplied with our products.

Question: How can I set up a home CCTV system without 
channel interference?
Answer: Use the analogue modulator to distribute CCTV images to TV sets around the home with no 
digital TV channel interference.

Now the UK has switched over to digital 
TV why not use the analogue modulator 
to distribute CCTV around the home as 
most TVs have a digital and analogue 
tuner.

What you need
1x CCTV Camera
See our vast range online

1Ch RF Modulator
Code: CCT811

2x RF Amplifier
Code: AER102

Aerial Combiner
Code: AER195

Coaxial Cable
Code: CAB080 - 100m Roll

    Many homes use a distributor that allows more than one TV to share the aerial so that you can watch 
TV in more than one room. If this is the case and you have connected the input from the modulator as 
in the diagram above, all the TVs in the home will be able to watch images from the CCTV camera. This 
is one of the big advantages of using an RF modulator. Now the UK has converted to digital TV this 
analogue modulator can be used easily without TV channel interference.

1Ch RF Modulator
Product Code: CCT811
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